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CAST-IN-DRILLED HOLE PILE FOUNDATION
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Provide removable raintight
cap, unless photoelectric
control unit is indicated on
plans
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Photoelectric unit

3/ NPS x 64 mm
Long standard pipe

32 NPS pipe
64 mm long

FOR

~—Sign panel

POLE TOP DETAILS

1.5 Max

j offset

Full R
penetration

3.04 mm x 75 mm
Backup ring

25 Min

DETAIL T
AT TUBE THICKNESS CHANGE

POLE SPLICES

FOR UNIFORM TUBE THICKNESS

Poles to be installed on existing foundations

Bolt circles and anchor bolt sizes have been revised.
The contractor shall verify dependent dimensions before
fabricating poles to be installed on existing foundations.

PHOTOELECTRIC UNIT

7 mm R with 50 mm
diameter hole

ALTERNATIVE
MOUNTING ADAPTER

4 NPS pipe, 125 mm long

7 mm Plate with 50 mm diameter
hole. Weld to top of standard.

Type 3l or 32 standard,
Signal and lighting
standard or other post,
the fop of which has
an 0D larger than a

4 NPS standard pipe.

Photoelectric unit
for lighting

Photoelectric unit
for illuminated signs

% NPS LB
Top mounting- conduit fitting

Signal slip fitter-
See Standard Plan ES-4D,
plug unused opening

I/, NPS to ¥ NPS reducer

Type 15,150, 21, 2ID, 30 or
I-B standard

DUAL PE CONTROL MOUNTING DETAIL
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